
ALL FOLDED DIPOLE & DIPOLE ARRAYS ARE AVAILABLE 
IN STAINLESS STEEL ON REQUEST. 

 
HIGH POWER VERSIONS ARE  

AVAILABLE ON REQUEST. 
 

ANY CONNECTOR CAN BE FITTED  
ON TO THE FEED POINT OF THE ANTENNA ARRAY. 

 
DIPOLES CAN BE MOULDED ONTO THE HARNESS ON 

REQUEST  
TO MINIMIZE LOSSES 

 
ALL CONNECTIONS TO THE RADIATING ELEMENTS ARE 
INJECTION MOLDED TO PREVENT MOISTURE GETTING 

INTO THE ANTENNA 
 

 
 
 

 

2S-400 
FOLDED DIPOLE 

ANTENNA ARRAY 
 (390-470 MHz.) 

 

RFI ORDER 
CODE 

GAIN 
IN dBi 

Omni or 
Directional 

FREQ. 
IN MHz. 

VSWR 
@ 

RES. 

POWER 
IN 

WATT 

IMP. 
IN 

OHM 

WIND 
LOAD 

@45MS  (N) 

BAND 
WIDTH 

@ 
1.5:1 

SPACING 
BETWEEN 
DIPOLES 

TERMI-
NATION 

TOTAL 
LENGTH 
In Met. 

BOOM 
LENGTH 

In mm 

2S-400 3  or 6  390 - 470 <1.5:1 500 50 90 80MHz. 455 N MALE 1.5 310 


