
 

 DESCRIPTION/FREQUENCY 66 TO 88MHz. 136 TO 174MHz. 400 TO 490MHz. 
MODEL NUMBER AT-588-C AT-588-D AT-588-E 

NUMBER OF CHANNELS 200 

CHANNEL SPACING 25, 20, 12.5KHz. 

PHASE-LOCKED STEP 5, 6.25, 8.33, 10, 12.5, 15, 20, 25, 30, 50KHz. 

OPERATING VOLTAGE 13.8 VOLT DC ± 15% 

SQUELCH CARRIER/CTCSS/DCS/5 TONE/2 TONE/DTMF 

FREQUENCY STABILITY ±2.5PPM 

OPERATING TEMPERATURE -20ºC TO +60ºC 

DIMENSIONS (W x H x D) 145(W) x 47 (H) x 190 (L)mm 

WEIGHT 1.2Kg. 
  

RECEIVER WIDE BAND NARROW BAND 
SENSITIVITY (12Db Sinad) ≤0.25µV ≤0.35µV 

ADJACENT CHANNEL SELECTIVITY ≥70dB ≥60dB 

INTERMODULATION ≥65dB ≥60dB 

SPURIOUS REJECTION  ≥70dB ≥70dB 

AUDIO RESPONSE +1~-3Db(0.3-3khZ.) +1~-3Db(0.3-2.55khZ.) 

HUM & NOISE ≥45dB ≥40dB 

AUDIO DISTORTION ≥5% 

AUDIO POWER OUTPUT < 2 WATT @ 10% 
   

TRANSMITTER WIDE BAND NARROW BAND 
POWER OUTPUT 60W/25W/10W (MB & VHF) 45W/25W/10W(UHF) 

MODULATION 16KøF3E 11KøF3E 

ADJACENT CHANNEL POWER ≥70Db ≥60dB 

HUM & NOISE ≥40dB ≥36dB 

SPURIOUS EMISSIONS ≥60dB ≥60dB 

AUDIO RESPONSE +1~-3Db(0.3-3khZ.) +1~-3Db(0.3-2.55khZ.) 

AUDIO DISTORTION ≥5% 


